INDEX OF SHEETS -/ STATE STANDARDS

GENERAL NOTES

b TITLE SHEET STANDARD NO. DESCRIPTION I, BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “AUL.ILES AT (B0} 892-0123 OR 811
5 INDEX OF SHEETS, STATE STAMDARDS & CENERAL NOTES ggguﬁégtés LOCATIONS OF BURIED ELECTRIC, TELEPHONE., AND GAS UTILITIES. 48 HOUR NOTIFICATION IS
. . . .
34 SUMMARY OF GUANTITIES 00000t~ D6 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS 2. TEN (100 FODT TRANSITIONS SHALL BE USED TO MATCH PROPOSED CURB AND GUTTER AND MEDIAN ITEMS
56 EXISTING AND PROPDSED TYPICAL SECTIONS 42001~C7  PERPENDICULAR CRAB RAMPS FOR SIDEWALKS O I I S D ey hiT PheE O The PAOPOGED TTEVS OF WORK
7-3 ROADWAY AND PAVEMENT MARKING PLANS 24006 - &7 4 DIAGONAL CURE RAMPS FOR SIDEWALKS SPECIFIED.
LT NTRACTOR SHAL ROINATE CONSTRUCTION ACTIV WITH uT MPANES ANO T
10-11 DETECTOR L00P REPLACEMENT PLANS 424011 - O CORNER PARALLEL CURS RAMPS FOR SIDEWALKS ’ V?ﬁf& oF CA,fL;NSGTONL HCE?&?;N E CONSTRUCTION ACTIVITIES WITH UTILITY COMPAMIES AND Tré
iz DRIVEWAY DETAILS DISTANCE BTW ROW AND FACE OF CLRE < 157 1a.5mi 80-02 424015 & | MID-BLOCK CURE RAMPS FOR SIDEWALXS 4. THE CONTRACTOR WiLL NOT BY ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE PROPERTY
13 DETAILS FOR FRAME AND LIDS ADJUSTMENT WITH MILLING (80-08) WITHOUT THE WRITYEN PERMISSION OF THE DEPARTMENT.
spagzi- OF DEPRESIED CORNER FOR SIDEWALKS z
5. AMY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MARKERS OBLITERATED BY MILLING AND
14 PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT (80-22)
442201- 03 CLASS C AND D FATCHES RESUREACING DFERATIONS DM SIDE STREETS AND ENTRANCES SHALL BE REPLACED AND PAID FOR IN KIND,
= R % REMOVA A T (B0-24
15 CURG OR CURS AND GUYTER REMOVAL AND REPLACEMENT @0-29 £04001- >3 FRAMES AN LIDS, TYPE 1 6. ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE PAVEMENT MARKERS CUTSIOE THE
kS , . .
16 BUTT JOINT AND HMa TAPER DETAILS (BD-32) REMOVAL LINE SHOWM ON THE PLANS SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE,
17 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS 608001~ & 28?2“% étﬁ?'agps B AND COMBINATION CONCRETE 7. BEFORE BEGIMNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FUR FUTURE REFERENCE, ALL
INTERSECTIONS AMD DRIVEWAYS (TC-10% : : EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS) IN ORDER THAT THESE
- - LOCATIONS CAN BE RE-ESTABLISHED FOR STRIPING. EXACT LOCATIONS OF ALL PAVEMENT MARKINGS
70:013- 4 OFF-RD MOVING UPERATIONS, 2L, 2W, DAY OHLY S e IRecTED BY it PHGIEER :
6 TYPICAL APPLICATIONS: RAISED REFLECTIVE PAVEMENT .
MARKERS (SNOW-PLOW RESISTANT) (TZ-1D [ = LANE CLOSURE 2L, 2W MOVING OPERATIONS - DAY OHLY B. ALL PAVEMEMT PATCHING AND CURE AND GUTTER REMOVAL ANO REFLACEMENT LOCATIONS WILL BE
19 DISTRICT ONE TYPICAL PAVEMENT MARKINGS (YC-13 701427~ 7. LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPER., GETERMINED M THE FIELD BY THE ENCINEZR.
FOR SPEFRS <= 40 MPH
20 TRAFFIC CONTROL AND PROTECTION GF TURN BAYS g, ES&NE\E‘E ADJUSTMENT OR RECONSTRUGTION LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE
(TO REMAIN OPEN TG TRAFFIC) (TC-14) 01502 - Of URBAN LAME CLOSURE, 2L, 2W, WITH BIDIRECTIONAL NEER.
LEFT TURN LAME . .
. T MARKING LETT RaE ACING 1TC-16) 10, T SHALL BE THE CONTRACTOR'S RESFONSIBILITY TD VERIFY ALL DIMENSIONS AND CONDITIONS EXISTING
Z PavEMEN ING LETTERS AND SYMBOLS FOR FFIC STACING & 101806~ 9 URBAN LANE CLOSURE, MULTILANE 2W WITH IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.
72 - MOUNTABLE MEDIAN
22 ARTERIAL INFORMATION SICNING ¢7C-22) . FRAMES ANO CRATES ADJUSTMENT OF PRIVATE UTILITIES WITHIN THE LIMITS OF THE IMPROVEMENTS
23 DISTRICT ONE STAMDARD TRAFFIC SIGNAL DESIGN DETAILS (SHEET 2 OF T (T5-0GB) 01~ &R URBAN LANE CLOSURE, MULTIHLANE INTERSECTION SHALL BE DONE BY THEIR RESPECTIVE OWHERS AND ARE NOT PART OF THIS CONTRACT.
- C . : ACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR AT (86T T05-4470
24  DISTRICT ONE DETECTOR LOOP INSTALLATION DETAILS 01801- &5 SIDEWALY, CORNER OR CROSSWALK CLOSURE 12, THE CONTRALTOR SHALL CONT
FOR ROADWAY RESURFACING. (7$-07) & WINIMUM OF 72 HOURS In ADVANCE OF BEGINNING WORK.
701901~ &3 TRAFFIC CONTROL DEVICES
13, THE RESIDENT ENGINEER SHALL CONTACT THE NORTH COOK, AREA TRAFFIC FIELD ENGIMEER, AT
780001 O TYPICAL PAVEMENT MARKINGS (175 £85-8386 A MINIMUM OF 2 WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS.
181001- &% TYPICAL APPLICATIONS, RAISED REFLECTIVE 13, THE CONTRACTOR SHALL BE REQUIRED TD PROVIDE ACCESS TO ABUTTING PROPERTY AT ALL TIMES
PAVEMENT MARKERS DURING THE CONSTRUCTION OF THIS PRDJECT.
15, EXISTING BROXEN FRAMES AND LIDS SHALL BE REMOVED AND OISPOSED OF BY THE CONTRACTOR AND
SHALL BE REPLACED AS DIRECTED BY THE ENGINEER. REPLACEMENT FRAMES AMD LIDS WILL 8E PAID
FOR ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS UMLESS A SEPARATE PAY ITEM
HAS REEN PROVIDED.
16, DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.
17.  DOUSLE LANE MARKERS ARE 7O S USED AS SHOWN ON THE DISTRICT OME DETAM “TYPICAL
APPLICATIONS - RAISED REFLECTIVE PAVEMENT MARKERS (SNOW-PLOW RESISTANT)' SHOWN IN THE PLANS.
15. TPAVEWENT MARKING TAPE, TYPE 11l SHALL BE USED FOR SHORT TERM PAVEMENT MARKINGS ON ALL
FIMAL SURFACES. THE COST OF THE PAVEMENT MARKING TAPE, TYPE I AND 175 REMOVAL SHALL BE
INCLUDED IN THE COST OF SHORT TERM PAVEMENT MARKING
18, WHEN THE MILLED PAVEMENT IS OPEN TD TRAFFIC THE MAXIMUM SRAOE DIFFERENTIAL BETWEEN PASSES
OF THE MILLING MACHINE SHALL NDT EXCEED 1 172 INCHES {40 mm WHERE THE SPEED LIMIT I8 40 MPH
180 ken/ml OR LESS AND L INCH (25 me WHERE THE SPEED LIMIT 1S GREATER THAN 40 MPH {80 km/hi
WITH WRITTEN APPROVAL OF THE ENGINEER. A MAXIMUM GRADE DIFFERENTIAL OF 3 INCHES {75 mmb MAY
BE ALLOWED If THE EDGE OF THE MILLING [S SLOPED A MIMIMUM L3 (Vi) OR A NOTCHED LOMGITUDINAL
WEDGE 15 USED.
20, UNLESS OTHER CONDITIONS WARRANT EXTENDED LANE CLOSURE AS DETERMINED AND APPROVED IN
WRITING BY THE ENGINEER OR AS PROVICED FOR IN THE CONTRACT SPECIFICATIONS, OVERNIGHT
CLOSURES SHALL NOT BE ALLCKED FOR REHABILITATION PROJECTS INVOLVING DAYTIME MILLING AND
RESURFACING OPERATIGNS AND CLASS D PATCHING,
2l ALL SIDEWALK RAMPS WITHIN THE LIMITS OF THE PROJECT SHALL CONFORM TO CURRENT
ADA REQUIREMENTS AND APPLICABLE STATE HIGHWAY STANDARDS OR AS DETERMIMED 8Y THE ENCINEER
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